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PM6 3330 LED Flashlight
Same as the 3320 Flashlight but in an LED version. The PM6 3330 LED 
Flashlight is made of light weight Xenoy polymer that's corrosion proof, 
resistant to extreme temperatures, and extremely strong. It uses a 1 watt LED 
and is powered by 2 CR123 lithium cells (included). A black oxide coated 
steel clip is built in and the one-handed tail switch activates the 3330 on, for 
constant light or momentary blink.

LITHIUM BATTERY WARNING - Please read the Technical Bulletin for 
proper battery usage.

Minimum Pack 6 ea.
Packaged Weight: 5.9 oz.

PM6 3330 LED Flashlight Configurations
Cat. #   Description    

3330   PM6 3330 LED Flashlight (Carded)    

3350   PM6 3350 LED Helmet Lighting System    

Black Yellow Desert Tan

PM6 3330 LED Flashlight Specifications
Light Source Tested Lumen Value Tested Lux Value (@ 1 meter)

LED 41.0 9,000

     
Batteries Battery Burn Time Battery Pack/Charging Time 

2 CR123 Lithium (Included) 40 hrs. N/A

     
Watts Voltage  

1 6  

     
Length Weight w/Batteries Weight w/o Batteries

5.27" (13.4 cm) 3.45 oz. (0.1 kg) 2.23 oz. (0.06 kg) 

PM6 3330 LED Flashlight Accessories
Cat. #   Description   Sug. Retail

770   Universal Helmet Light Holder   US$13.50
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